Weight [kg]: 4,0 - 5,0 _ f
Width [mm]: 30 \ ' |
Composition: Zinc plated steel '

Thickness [mm]: 5 j

Packing: stretch film
Quantity per pallet: in bulk
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Description 8

750000: 760000: 770000: 780000:

Support 1 Utobox500x2pcs Utobox600x2pcs Utobox800x2pcs U tobox 600-2x 2 pcs
Support 2 L to box 500 x 4 pcs L to box 600 x 4 pcs L to box 800 x4 pcs L to box 600-2 x 4 pcs

Bolt M8 x 8 pcs M10 x 8 pcs M10 x 10 pcs M10 x 10 pcs
Washer M8 x 8 pcs M10 x 8 pcs M10 x 10 pcs M10 x 10 pcs
Nut M8 x 8 pcs M10 x 8 pcs M10 x 10 pcs M10 x 10 pcs
Weight 4,0 kg 4,5 kg 4,7 kg 5,0 kg
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Recommended to the toolbxes

Stabilo® - box 500 504035
Stabilo® - box 600 604545
Stabilo® - box 600-2 605065
Stabilo® - box 800 804545

Quality

Made of high quality materials, optimum payload Stabilo®-box depends, among the others upon mounting kit
used. It is recommended to use the original mounting kit brand Stabilo®, supports U and L are zinc coated.
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